




  

Material Specifications 
 

 

G 13.1 
 

Corporation Stop (C.C. x Comp.) - ¾” and 1” 
AKA  Comp. Corporation 
 
Material: 

Brass body conforming to ANSI/AWWA 
C800-89 (ASTM B62 – Index 115 85-5-5-5) 
and the latest revisions thereto. 

 
Design: 

Service fitting must accommodate copper 
tubing.  Pack joint is the only acceptable 
style. 

 
Connections: 

C.C. (AWWA taper) x Compression Joint. 
 
Special Features: 
 Stainless steel insert stiffener shall be furnished 
 with compression connection.  Stiffener (liner) 
 must have one (1) flanged end to prevent liner 
 from entering the tubing too much.  Liner must 
 be Mueller 504305 (¾”), 504391 (1”) or equal.  
  
 
 

 
 
 
 
 
 
 

       

 
Size/Details 

 
OUC Item ID 

 
Manufacturer 

 
Catalog Number 

 
¾” 
1” 
 
 
 
 
 
 
 
 
 
 

 
088-01375 
088-01310 

 
A.Y. McDonald 
Ford Meter Box 
James Jones 
Mueller 
Cambridge Brass 
 
 

 
 
 
J-3401 
 
302-A B 

 
Revision Date:   
 

 
10/01/04 (RNK) 
5/31/02   (RNK) 
9/25/01   (RNK) 
1/25/99   (DSW) 

 
 

  
Material Specifications 

Water Business Unit 
ORLANDO UTILITIES 

COMMISION 
 



 
 

Material Specifications 
 

 

G 13.1a
 

Corporation Stop Pack Joint Connection – 3/4” & 1” 
AKA   
 
General: 

For copper or plastic tubing there is a 
locking device, a split clamp, which is 
drawn down securely on the tubing or pipe 
by tightening a stainless steel screw.  

 
Connections: 

FIPT threads conforming to ANSI B2.1. 
 
Special Features: 

Must be delivered individually wrapped 
one kit per package with one pack joint 
nut, one Buna-N beveled gasket, one 
plastic gasket. 

 
 

 
 
 

 
 
 

 
Size/Details 

 
OUC Item ID 

 
Manufacturer 

 
Catalog Number 

 
1” 
¾ ” 
1” 
 
 
 
 
 
 
 
 

 
088-01475 
088-01410 
088-01411 

 

 
Mueller 1” 
Mueller ¾” 
Mueller 1” gasket only 

 
681922 
681921 
311694 

 
Revision Date:   
 

 
3/28/08  (RNK) 
 

 
 

  
Material Specifications 

Water Business Unit 
ORLANDO UTILITIES 

COMMISION 
 

 



  

Material Specifications 
 

 

G 13.3 
 

Corporation Stop Ball Valve (MIPT x FIPT) – 1½” and 2” 
AKA   
 
Materials: 

Brass body conforming to ANSI/AWWA 
C800-89 (ASTM B62 – Index 115 85-5-5-
5) and the latest revisions thereto. 

 
Design: 

Full port ball valve or equal. 
 
Connections: 

Inlet:  Male iron pipe thread. 
Outlet: Female iron pipe thread. 

 
 
 
 
 
 
 
 

 
 
 
 

       

 
Size/Details 

 
OUC Item ID 

 
Manufacturer 

 
Catalog Number 

 
1½” 
2” 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
088-01315 
088-01320 

 
A.Y. McDonald 
Ford Meter Box 
Hayes 
James Jones 
Mueller 
Cambridge Brass 
 

 
3149B 
FB-1700 
4483 
J-1931 
B-20046 
301-M F 

 
Revision Date:   
 

 
10/01/04 (RNK) 
1/22/99   (DSW) 

 
 

  
Material Specifications 

Water Business Unit 
ORLANDO UTILITIES 

COMMISION 
 



  

Material Specifications 
 

 

G 13.4 
 

Corporation Stop Ball Valve (MIPT x MIPT) – 1½” and 2” 
AKA   
 
Materials: 

Brass body conforming to ANSI/AWWA 
C800-89 (ASTM B62 – Index 115 85-5-5-
5) and the latest revisions thereto. 

 
Design: 

Full port ball valve or equal. 
 
Connections: 

Inlet:  Male iron pipe thread. 
Outlet: Male iron pipe thread. 

 
 
 
 
 
 
 
 

 
 
 
 
 

      

 
Size/Details 

 
OUC Item ID 

 
Manufacturer 

 
Catalog Number 

 
1½” 
2” 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
Non-stock 
Non-stock 

 
A.Y. McDonald 
Ford Meter Box 
Hayes 
James Jones 
Cambridge Brass 
 
 

 
3131B 
FB500 
4480 
J-1943 
301-M M 

 
Revision Date:   
 

 
10/01/04 (RNK) 
1/22/99   (DSW) 

 
 

  
Material Specifications 

Water Business Unit 
ORLANDO UTILITIES 

COMMISION 
 



 
 

Material Specifications 
 

 

G 14.1 
 

Gate Valve – Screw – 1½” & 2” 
AKA   
 
General: 

Valve Body: Cast iron (for buried service) 
conforming to ASTM A26 – Class B. 
Trim: (seat ring, disc, and stem) – bronze. 

 
Design: 

Class 125, rising stem, inside screw. 
 
Connections: 

FIPT x FIPT – threads conforming to 
ANSI B2.1. 

 
Special Features: 

Must be delivered with plastic cups 
protecting the female iron pipe threading. 

 
NOTE: 

Laying length and bore of valve must be sufficient 
to allow tapping bit to engage properly. 

 

 
 
 

 
 
 

 
Size/Details 

 
OUC Item ID 

 
Manufacturer 

 
Catalog Number 

 
1½” 
2” 
 
 
 
 
 
 
 
 

 
063-01001 
063-01002 

 
Crane 
Lunkenheimer 
Jones 
Matco 

 
490 
1640 
J-372 

 
Revision Date:   
 

 
2/13/08  (RNK) 
5/31/02  (RNK)   
10/2/98  (DSW) 

 
 

  
Material Specifications 

Water Business Unit 
ORLANDO UTILITIES 

COMMISION 
 

 



  

Material Specifications 
 

 

G 15.1 
 

Curb Stop (Pack Joint x FIPT) - ¾” and 1” 
AKA   
 
Materials: 

Brass body conforming to ANSI/AWWA 
C800-89 (ASTM B62 – Index 115 85-5-5-5) 
and the latest revisions thereto. 

 
Design: 

Full port ball valve or equal.  Padlock wing 
required.  Pack joint type compression 
coupling. 

 
Connections: 

Inlet:  Pack joint type compression coupling. 
Outlet:  Female iron pipe thread. 

 
 

 
 
 
 
 
 
 

 
 
 
 
 
 

             

 
Size/Details 

 
OUC Item ID 

 
Manufacturer 

 
Catalog Number 

 
¾” 
1” 
 
 
 
 
 
 
 
 
 

 
090-01275 
090-01210 

 
A.Y. McDonald 
Ford Meter Box 
 
Hays 
Mueller 
Jones 
Cambridge Brass 
 

 
6102W-22 
B41-333W (¾”) 
B41-444W (1”) 
4302CJ-W 
P-25170 
J-1921W 
2123-B F 

 
Revision Date:   
 

 
10/01/04 (RNK) 
5/31/02   (RNK) 
9/06/01   (RNK)  
1/21/99   (DSW) 

 
 

  
Material Specifications 

Water Business Unit 
ORLANDO UTILITIES 

COMMISION 
 

 



  

Material Specifications 
 

 

G 15.2 
 

Curb Stop (FIPT x FIPT) - ¾” and 1” 
AKA   
 
Materials: 

Brass body conforming to ANSI/AWWA 
C800-89 (ASTM B62 – Index 115 85-5-5-
5) and the latest revisions thereto. 

 
Design: 

Full port ball valve or equal.  Padlock wing 
required. 

 
Connections: 

Female iron pipe thread x female iron pipe 
thread. 

 
 

 
 
 
 
 
 

 
 
 
 

     

 
Size/Details 

 
OUC Item ID 

 
Manufacturer 

 
Catalog Number 

 
¾” 
1” 
 
 
 
 
 
 
 
 
 
 
 
 

 
090-01075 
090-01001 

 
A.Y. McDonald 
Ford Meter Box 
 
Hays 
James Jones 
Mueller 
Cambridge Brass 
 
 

 
6101W 
B11-333W (¾”) 
B11-444W (1”) 
4300-W 
J-1900W 
P-20200 
212-F F 

 
Revision Date:   
 

 
10/01/04 (RNK)  
1/21/99   (DSW) 

 
 

  
Material Specifications 

Water Business Unit 
ORLANDO UTILITIES 

COMMISION 
 



 

Material Specifications 
 

 

G 15.3 
 

Curb Stop (Copper x FIPT) - ¾” and 1” 
AKA   
 
Materials: 

Brass body conforming to ANSI/AWWA 
C800-89 (ASTM B62 – Index 115 85-5-5-
5) and the latest revisions thereto. 

 
Design: 

Full port ball valve or equal.  Padlock wing 
required. 

 
Connections: 

Inlet:  Flared copper tubing. 
Outlet: Female iron pipe thread. 

 
 
 
 
 

  
 
 

 

 
Size/Details 

 
OUC Item ID 

 
Manufacturer 

 
Catalog Number 

 
¾” x 4 1/8” Long 

1” x 5” Long 
 
 
 
 
 
 

 

 
090-01175 
090-01110 

 
A.Y. McDonald 
Ford Meter Box 
 
Hays 
James Jones 
Mueller 
Cambridge Brass 
 

 
6102-W 
B21-333W (¾”) 
B21-444W (1”) 
4302-W 
J-1901W 
B-25166 
212-C F 

 
Revision Date:   
 

 
10/01/04 (RNK) 
7/01/02   (RNK) 
1/04/02   (RNK)  
1/21/99   (DSW) 

 
 

 
 

Material Specifications 
Water Business Unit 

ORLANDO UTILITIES 
COMMISION 

 



 
  

Material Specifications 
 

 

G 15.4 
 

Curb Stop  - Angle Ball - (Comp. x FIPT) - ¾” and 1” 
AKA  90 degree Curb Stop Comp 
 
Materials: 

Brass body conforming to ANSI/AWWA 
C800-89 (ASTM B62 – Index 115 85-5-5-5) 
and the latest revisions thereto. 

 
Design: 

Full port ball valve or equal.  Padlock wing 
required.  Compression joint must 
accommodate copper tubing. 

 
Connections: 

Inlet:  Compression joint. 
Outlet:  Female iron pipe thread. 

 
 
 
 
 
 
 
 

 
 
 

                     
 

Size/Details 
 

OUC Item ID 
 

Manufacturer 
 

Catalog Number 
 

¾” 
1” 
 
 
 
 
 
 
 
 
 

 
090-02234 
090-02210 

 
Ford Meter Box 
 
Jones 
Cambridge Brass 
 

 
BA41-333W (¾”) 
BA41-444W (1”) 
J-1969W 
210-B F 
 

 
Revision Date:   
 

 
10/01/04 (RNK) 
5/31/02   (RNK) 
9/06/01   (RNK)  
1/21/99   (DSW) 

 
 

  
Material Specifications 

Water Business Unit 
ORLANDO UTILITIES 

COMMISION 
 

 



  

Material Specifications 
 

 

G 15.5 
 

Curb Stop  - Angle Ball - (Copper x FIPT) - ¾” and 1” 
AKA  Flare Curb Stop 90Ε 
 
Materials: 

Brass body conforming to ANSI/AWWA 
C800-89 (ASTM B62 – Index 115 85-5-5-
5) and the latest revisions thereto. 

 
Design: 

Full port ball valve or equal.  Padlock wing 
required. 

 
Connections: 

Inlet:  Flared copper fitting 
Outlet:  Female iron pipe thread. 

 
 

 
 
 
 
 
 
 

 
 
 

                     

 
Size/Details 

 
OUC Item ID 

 
Manufacturer 

 
Catalog Number 

 
¾” 
1” 
 
 
 
 
 
 
 
 
 

 
090-02134 
090-02110 

 
Ford Meter Box 
 
James Jones 
Mueller 
Cambridge Brass 
 

 
BA21-333W (¾”) 
BA21-444W (1”) 
J-1965W  
B-24275 
210-C F 

 
Revision Date:   
 

 
10/01/04 (RNK) 
5/31/02   (RNK)  
1/21/99   (DSW) 

 
 

  
Material Specifications 

Water Business Unit 
ORLANDO UTILITIES 

COMMISION 



  

Material Specifications 
 

 

G 16.1 
 

Ball Valve w/Padlock Wing (FIPT x FIPT) – 2” 
AKA   
 
Materials: 

Brass body conforming to ANSI/AWWA 
C800-89 (ASTM B62 – Index 115 85-5-5-
5) and the latest revisions thereto. 

 
Design: 

Full port ball valve or equal.  Padlock wing 
required. 

 
Connections: 

Female iron pipe thread x female iron pipe 
thread. 

 

 
 
             
 

               
 
 
 
 
 

 
Size/Details 

 
OUC Item ID 

 
Manufacturer 

 
Catalog Number 

 
2” 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
062-05020 

 
Ford Meter Box 
Mueller 
Jones 
Cambridge Brass 
 

 
B11-777W 
B-20200 
J-1900W 
212-F F 

 
Revision Date:   
 

 
10/01/04 (RNK) 
5/31/02   (RNK) 
1/21/99   (DSW) 
 

 
 

  
Material Specifications 

Water Business Unit 
ORLANDO UTILITIES 

COMMISION 
 



  

Material Specifications 
 

 

G 16.2 
 

Meter Valve – Flanged Ball (FIPT x FLG) – 1½” and 2” 
AKA  Flanged Ball Valve 
 
Materials: 

Brass body conforming to ANSI/AWWA 
C800-89 (ASTM B62 – Index 115 85-5-5-
5) and the latest revisions thereto. 

 
Design: 

Full port ball valve or equal.  Padlock wing 
required. 

 
Connections: 

Inlet:  Female iron pipe thread. 
Outlet:  Flanged (to accommodate 1½” or 
2” flanged meters). 

 

 
 
 
 
             

           
             
 
 
 
 
 

 
Size/Details 

 
OUC Item ID 

 
Manufacturer 

 
Catalog Number 

 
1½” 
2” 
 
 
 
 
 
 
 
 
 
 
 

 
090-03015 
090-03020 

 
A.Y. McDonald 
Ford Meter Box 
 
Mueller 
Jones 
Cambridge Brass 

 
6101MW 
BF-13-666W (1½”) 
BF-13-777W (2”) 
B-24337 
J-1912W 
212-F MF 

 
Revision Date:   
 

 
10/01/04 (RNK) 
5/31/02   (RNK) 
1/21/99   (DSW) 

 
 

  
Material Specifications 

Water Business Unit 
ORLANDO UTILITIES 

COMMISION 
 



  

Material Specifications 
 

 

G 16.3 
 

Meter Valve – Flanged Ball (Comp. x FLG) – 2” 
AKA   
 
Materials: 

Brass body conforming to ANSI/AWWA 
C800-89 (ASTM B62 – Index 115 85-5-5-
5) and the latest revisions thereto. 

 
Design: 

Full port ball valve.  Tee valve head with 
padlock wing required.  Must have 90Ε or 
quarter-turn check. 

 
Connections: 

Inlet:  2” CTS (copper tubing size) 
compression coupling.  Both grip joint and 
pack joint are acceptable. 
Outlet:  2” flange w/elongated bolt holes 
to accommodate 1½” or 2” flanged meters. 

 
 
 
 
 

 
 
 
 

 
 
 
             
 
 
 
 
 

 
Size/Details 

 
OUC Item ID 

 
Manufacturer 

 
Catalog Number 

 
2” 
 
 
 
 
 
 
 
 
 
 

 
090-03025 

 
A.Y. McDonald 
 
Ford Meter Box 
James Jones 
Mueller 
Cambridge Brass 
 
 

 
6100MWT 
6100MW-22 
BF43-777W 
J-1939 
B-24335 
212-B MF 

 
Revision Date:   
 

 
10/01/04 (RNK) 
4/21/00   (RNK) 
1/21/99   (DSW) 

 
 

  
Material Specifications 

Water Business Unit 
ORLANDO UTILITIES 

COMMISION 
 



  

Material Specifications 
 

 

G 16.4 
 

Meter Valve – Flanged Ball – Angle - (Comp. x FLG) – 2” 
AKA   
 
Materials: 

Brass body conforming to ANSI/AWWA 
C800-89 (ASTM B62 – Index 115 85-5-5-
5) and the latest revisions thereto. 

 
Design: 

Full port angle ball valve.  Tee valve head 
with padlock wing required.  Must have 
90Ε or quarter-turn check. 

 
Connections: 

Inlet:  2” CTS (copper tubing size) 
compression coupling.  Both grip joint and 
pack joint are acceptable. 
Outlet:  2” flange w/elongated bolt holes 
to accommodate 1½” or 2” flanged meters. 

 
 
 
 

 
 

 

 
Size/Details 

 
OUC Item ID 

 
Manufacturer 

 
Catalog Number 

 
2” 
 
 
 
 
 
 
 
 
 
 
 

 
090-03030 

 
A.Y. McDonald 
Ford Meter  
James Jones 
Mueller 
 
 

 
None 
BFA43-777W 
J1975W 
B-24276 
210-B MF 

 
Revision Date:   
 

 
10/01/04 (RNK) 
5/31/02   (RNK) 
1/21/99   (DSW) 

 
 

  
Material Specifications 

Water Business Unit 
ORLANDO UTILITIES 

COMMISION 
 



  

Material Specifications 
 

 

G 17.1 
 

Meter Setter – Copper for 5/8” x ¾” Meter 
AKA  Riser 
 
General: 

Resetters must have swivel nut connections 
to accommodate 5/8” x ¾” water meters.  
Assembly must be equipped with a curb 
stop with a padlock wing. 

 
Design: 

18” resetters must have a brass 
intermediate support bar. 

 
Connections: 

1” male meter thread x 1” male meter 
thread. 

 
Special Features: 

Gaskets for the meter connections are to be 
included and delivered with the resetters. 

 

 
 
 
 

         

 
Size/Details 

 
OUC Item ID 

 
Manufacturer 

 
Catalog Number 

 
7” 
12” 
18” 

 
 
 
 
 
 
 
 
 
 
 
 

 
092-05007 
092-05012 
092-05018 

 
A.Y. McDonald 
Ford Meter Box 
Hays 
Mueller 
Jones 
Cambridge Brass 

 
18 Series 
V42 Series 
R23 Series 
H-14118 
J03 Series 
6010 Series 

 
Revision Date:   
 

 
10/01/04 (RNK) 
5/31/02   (RNK)  
1/21/99   (DSW) 

 
 

  
Material Specifications 

Water Business Unit 
ORLANDO UTILITIES 

COMMISION 
 



  

Material Specifications 
 

 

G 17.2 
 

Meter Setter – Copper for 1” Meter 
AKA  Riser 
 
General: 

Resetters must have swivel nut connections 
to accommodate 1” water meters.  
Assembly must be equipped with a curb 
stop with a padlock wing. 

 
Design: 

18” resetters must have a brass 
intermediate support bar. 

 
Connections: 

1¼” male meter thread x 1¼” male meter 
thread. 

 
Special Features: 

Gaskets for the meter connections are to be 
included and delivered with the resetters. 

 
 

 
 
 
 

         

 
Size/Details 

 
OUC Item ID 

 
Manufacturer 

 
Catalog Number 

 
12” 
15” 
18” 

 
 
 
 
 
 
 
 
 
 
 

 
092-06012 
092-06015 
092-06018 

 
Ford Meter Box 
Hays 
Mueller 
Jones 
Cambridge Brass 

 
V44 Series 
R23 Series 
H-14118 
J03 Series 
6010 Series 

 
Revision Date:   
 

 
10/01/04 (RNK) 
5/31/02   (RNK) 
4/21/00   (RNK) 
1/21/99   (DSW) 

 
 

  
Material Specifications 

Water Business Unit 
ORLANDO UTILITIES 

COMMISION 
 

 



 
 

Material Specifications 
 

 

G 18.1 
 

Insert – for CTS HDPE – ¾” thru 2” 
AKA   Compression Insert; Stiffener; Liner 
 
Material: 

Stainless Steel 
 
Design: 

Plain End x flanged (or flared) to prevent 
improper insertion into the tubing.  Insert 
shall be suitable for use with SDR 9, 
copper tubing size (CTS), high density 
polyethylene (HDPE) tubing. 

 
Special Features: 

Insert may not be P.E. x P.E. nor may it be 
a split insert.  Plastic inserts are not 
acceptable. 

 
 
 
 
 

 
 
 
 

 
 

 
Size/Details 

 
OUC Item ID 

 
Manufacturer 

 
Catalog Number 

 
¾”(for .725-.753 I.D) 
1”(for .860-8.75 I.D) 

2”(for 1.624-1.653 I.D) 
 
 
 
 
 

 
 
 

 
081-01034 
081-01001 
081-01002 

 
Mueller 
Mueller 
Mueller 
Cambridge Brass 
 
 

 
504281 
504385 
506141 
86- 

 
Revision Date:   
 

 
8/5/08     (RNK) 
10/01/04 (RNK) 
10/6/99   (RNK) 
 9/3/98    (DSW) 
 

 
 

  
Material Specifications 

Water Business Unit 
ORLANDO UTILITIES 

COMMISION 

 
 



 
 

 

Material Specifications 
 

 

G 19.1 
 

Meter Washers ¾” & 1”  
AKA   Meter Washers 
 
Material:  

Neoprene rubber washers.   
 
 

 
 
Special Features: 

Black Rubber in bags of 100 per bag. 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 

          
 

 
Size/Details 

 
OUC Item ID 

 
Manufacturer 

 
Catalog Number 

 
¾” x 1/16” 
¾” x 1/8” 
1” x 1/16” 
1” x 1/8” 

 
 
 
 
 
 

 
096-00006 
096-00008 
096-00007 
096-00008 

 
 
HD Supply 
Waterworks 
 
Flow Components 
 

 
 

 
Revision Date:   
 

 
5/31/07   (RNK) 
10/28/05 (RNK) 
 

 
 

  
Material Specifications 

Water Business Unit 
ORLANDO UTILITIES 

COMMISION 

 




